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Setup Procedure for Dynasty 350 for Gas Tungsten Arc Welding
A handout containing the highlights of the videos titled Setup Procedure for Dynasty 350 (GTAW)
Setting up the Dynasty 350
Connect the workpiece connection and electrode lead, and hose for water supply.

Caption 1. A close-up photo of the workpiece connection.

Caption 2. The elctrode lead connection (located above the workpiece connection) 

Caption 3. The connected hoses for water supply.
Connect wireless remote control communication for the gas pedal. Make sure to turn it only on the yellow part of the device .

Caption 4. The wireless remote control communication device for the gas pedal.
Get foot pedal out.
Gently open the valve for the gas tank. When the needle moves, open the valve the whole way.
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Caption 5. The instructor turns the valve on the gas tank. 
Turn the power on.
Once it’s booted up, set the following settings (The settings you need to have may vary from what is shown in the video. Talk to your instructor for assistance.):
Polarity 
Process
Output
Pulser
Sequencer
Gas/Dig
AC Wave Shape

Caption 6. A close-up of the dynasty 350. (From Left to right of the photo: Polarity, Process, Output, Pulser, Sequencer, Gas/Dig, AC/Wave Shape)
Check if Shielding Gas is flowing at the proper rate
Hold down the Gas/Dig button. 
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Caption 7. The instructor holds down the Gas/Dig button. 
When it starts to purge, turn on your gas. Proper flow rate is between 17-20 cubic feet per hour.
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Caption 8. The flow rate of the shielding gas is set on the gas tank.
Putting the torch head together
Screw collet body in, sized to match the tungsten.
Insert the collet, slit-end down.
Insert the tungsten.
Screw the back cap in.
Thread the nozzle in.

Caption 9. The parts of the torch head (From left to right, top to bottom: Nozzles, Tungsten, Collet and Collet body, and Back cap)

Looking for other learning materials? 
The Gas Tungsten Arc Welding iTunes U course has videos and other learning materials for you to view. You can download iTunes for free to view the course and course materials. Closed-captioned videos are available at T4E's YouTube page.
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This workforce product was funded by a grant awarded by the U.S. Department of Labor’s Employment and Training Administration. The product was created by the grantee and does not necessarily reflect the official position of the U.S. Department of Labor. The U.S. Department of Labor makes no guarantees, warranties, or assurances of any kind, express or implied, with respect to such information, including any information on linked sites and including, but not limited to, accuracy of the information or its completeness, timeliness, usefulness, adequacy, continued availability, or ownership.
[bookmark: _GoBack]
Unless otherwise noted, this work is licensed under the Creative Commons Attribution 4.0 International License. To view a copy of this license, go to http://creativecommons.org/licenses/by/4.0/ on your web browser.


image6.png
GTAW Dynasty 350.mp4 - VLC media player ollclEsw 4 9-0 25 Setup P D soft =
Media Playback Audo Video Subtite Toos View _Help Wome | et pagelwout  Retence  Maings  Renew  View
B Con@o <1 < A X e D Hrna
B ) X Y haBbccdc | A3BbCCE AaBbC/ AaBbce AAB 4apice. aasbeen aasbecdi aasbeen: Aapbeede aasbecd: Aasbecdi & rewae

paste B 7 U-ahex x [-%-A-

jormal | No Spacing  Headin eading 2 itle ubtitle  SubtleEm.. Emphasis Intense ron, Quote  Intense Q.. Change
51 Format Painter Thomal | NoSpadng  Heading1  Heading it Subtitle  SubtieEm.. Emphasis IntenseE..  Stong  Quote  IntenseQ..  Chang

Styles~ | [ Select -

» (S

2. Connectwireless remote control communication. Make sure to tun it only on the yellow part.

3. Getfootpedalout.
4. Gentlyopen the valve forthe gas tank. When the needle moves, open the valve the whole way.

Turn the power on.
Once t's booted up, set the following settings (The settings you need to have mayvary from
whatis shownin the video. Talk toyour instructor for assistance.):
a. Polarity
Process
Output
Pulser
Sequencer
Gas/Dig
ACWave shape

Check if Shielding Gas is flowing at the proper rate
Hold down the Gas/Dig button.

Whenit starts to purge, tur on your gas. Proper flow rate is between 17-20 cubic feet per hour.
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- Check if Shielding Gas is flowing at the proper rate
1. Hold down the Gas/Dig button.
9 2. Whenit startsto purge, turn on yourgas. Properflow rate is between 17-20 cubic feet per hour.
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