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Truck and Trailer Checklist Test
Start inside of truck:
1.      Turn the key on, do not start.
2.      Push in (release) both red and yellow brakes valves.
3.      Push in brake pedal, hold for one minute, should not lose more than 3 psi for truck and 4 psi for combination.
4.       Fan air off, warning light should come on at 60 psi
5.       Valves should pop out at 40 psi.
Start at front of truck:
Key on/lights on/flashers on
· Lights( head lights, blinkers, cab lights)
· No discoloration
· No missing  lens               
· No Cracked lens
· No broken lens               
· Windshield
· Cracks
· Chips                         
· 4 way flashers
· Working properly                                
· Under truck
·  No puddles or leaks
Open Hood, go to passenger side:
· Engine coolant reservoir/Water pump
· Secured properly
· Correct level
· No reservoir or hose leaks
· Water pump
· Securely mounted
· No missing hardware
· No leaks, Securely mounted
· No more than ¾ in play on the belt
· Belt in good condition, not cracks for frays
Go to Drivers side     
· Windshield wiper fluid reservoir
· Securely mounted
· Filled to proper level
· No leaks                   
   
· Alternator  
· No missing hardware
· No cracks for breaks
· Securely mounded         
· Air compressor 
· No leaks
· No cracks
· No missing hardware                 
· Engine oil  
· Proper operating level        
· Power steering fluid Reservoir
· Proper level
· No leaks
· Securely mounted  
· Power Steering pump
· No leaks
· No broken or missing hardware
· Securely mounted
· Steering shaft
· Properly lubricated
· No excessive play                      
· Fuel filter            
· No leaks
· Securely mounted
· No missing hardware   
· Steering gearbox
· No leaks
· Securely mounted
· No missing hardware              
· Steering linkage 
· Properly lubricated
· No cracks or breaks
· No missing hardware              
· Front axel 
· No bends
· No breaks
· No missing hardware 
· Securely mounted to spring with U bolts
· Front leaf springs
· Hangers are securely mounted
· No welds
· No Bends
· No cracks
· No missing hardware   
· Spring hangers
· No missing hardware
· No cracks
· No breaks                                                           
· Shock absorber  
· No leaks
· No missing hardware
· Securely mounted                  
· Front Brake Canister
· No leaks on brake hose
· Canister has no leaks
· Securely mounted
· Front Brake
· No slack adjuster on front            
· ¼” brake lining 
· Disk has no warps or cracks 
· Front tire
· Inflation  to 105 psi
· Tread
· Evenly worn                 
· Tire tread minimum  4/32”
· No  tread separation
· No cuts, damage or fabric showing on tread or sidewalls
· Sidewall  
· not bulged, cracked, cut, or broken                     
· Front rim  
· No cracks
· No welds
· No bends      
· Lug nuts  
· All lug nuts are tight
· No silver streaks
· No rust streaks             
· Front wheel hub
· No inner or outer seal leaks
· Securely mounted
· No missing hardware
· Proper oil level 
Move to door area:
· Drivers door                   
· Mirror is securely mounted
· Opens and close properly
· Seals properly                    
·  Air tank
· No leaks,
· No  cracks, breaks, or bends  
· Air hoses are in good condition (no leaks) 
· Cab steps
· Securely mounted
· No missing hardware            
· Battery box/batteries                    
· Batteries are securely mounted
· No excessive corrosion
· Battery box is secure
· All connections are tight
Move toward rear of truck:
         Def tank
o    Securely mounted
o    No missing hardware
o    Cap has safety chain, strip and rubber gasket               
         Fuel tank 
o    Securely mounted
o    No leaks
o    Cap has gasket and chain
o    No missing hardware             
         Cat walk
o    Free of debris
o    Securely mounted
o    No missing hardware
         Trailer electrical coupling
o    Connected properly to truck and trailer 
         Trailer air lines
o     Connected properly to truck and trailer 
o    Glad handles closed
o    No leaks             
         Truck frame
o    No welds
o    No breaks
o    No Cracks 
         Drive shaft
o    No cracks
o    No breaks
o    Securely mounted       
         Rear Axle
o    No leaks
o    No bends
o    No breaks
o    Securely mounted to springs with U-bolts      
         Rear spring   
o    No missing hardware
o    No cracks
o    No breaks
o    No welds 
         Hangers
o    Good condition
o    No cracks
o    No breaks
o    No missing hardware                
         Air bags 
o    No leaks
o    No missing hardware
o    Rubber in good condition
         Shock absorber
o    No leaks
o    Securely mounted
o    No missing hardware
         Rear brake canister
o    No leaks
o    Securely mounted
         Rear brake slack adjuster
o    No more the 1” free play
o    Securely mounted
         Rear brake lining
o    No less than ¼ “ brake lining  
         Rear brake drum
o    Free of debris
o    No cracks
o    No breaks
         Rear Tires
o    Proper spacing with no debris between duels          
o    Inflation  to 105 psi
o    Tread
  Evenly worn                 
  Tire tread minimum  2/32”    
o    Sidewall
  No bulges
  No cracks
  No cuts                    
         Rear rims
o    No cracks
o    No breaks
o    No welds
         Lug Nuts
o    Lug nuts are tight
o    No rust streaks
o    No silver streaks                 
         Rear wheel Outer Hub Seal
o    Securely mounted
o    No leaks
o    No missing hardware 
         Splash guard 
o    Properly mounted
o    No missing hardware                           
         Truck Trailer Hitch
         Lower
o    Fifth wheel securely mounted to frame
o    No missing or damaged parts
o    Properly lubricated
o    No visible space between fifth wheel andguide plate.
o    Locking jaws around the shank, not the head of kingpin
o    Release arm properly seated and safety latch/lockengaged.
         Upper
o    Guide plate securely mounted to trailer frame.
o    Kingpin not damaged.
         Trailer Bed 
o    Good condition
o    No debris
         Trailer Frame
o    Good condition 
o    No stress fractures
o    No broken welds  
         Trailer Landing Gear
o    In stowed and locked position
o    Securely mounted
         Side of trailer
o    All clearance lights are working, no cracked lens
o    Reflectors are in good condition
o    D rings in good condition security mounted   
         Trailer Air Tank Valve
o    No leaks
o    Drain valve is closed
o    Drain valve is not leaking     
         Trailer Axle
o    No Bends
o    No Breaks
o    No cracks
o    Securely mounted to springs with U-bolts      
         Trailer springs   
o    No missing hardware
o    No cracks
o    No breaks
o    No welds 
         Trailer Spring Hangers
o    Good condition
o    No cracks
o    No breaks
o    No missing hardware                
         Trailer Air bags 
o    No leaks
o    No missing hardware
o    Rubber in good condition
         Trailer Shock absorber
o    No leaks
o    Securely mounted
o    No missing hardware
         Trailer Rear brake canister
o    No leaks
o    Securely mounted
         Trailer Rear brake slack adjuster
o    No more the 1” free play
o    Securely mounted
         Trailer Rear brake lining 
o    No less than ¼ “ brake lining   
         Trailer Rear brake drum
o    Free of debris
o    No cracks
o    No breaks
         Trailer Tires
o    Inflation  to 105 psi
o    Tread
   Evenly worn                 
  Tire tread minimum  2/32”    
o    Sidewall  not bulged, cracked, cut, or broken                     
o    Proper spacing with no debris between duels          
         Trailer rims
o    No cracks
o    No breaks
o    No welds
         Lug Nuts
o    Lug nuts are tight
o    No rust streaks
o    No silver streaks                 
         Trailer wheel Hub
o    Hub Seal not leaking
o    Securely mounted
o    Proper level
o    No missing hardware         
         Torsion Bar
o    Not bent
o    No breaks
         Splash guard 
o    Properly mounted
o    No missing hardware                   
         Trailer ABS warning light
o     Not on
         Rear of trailer
o    Signal lights working
o    Reflective tape
o    Brake lights working
o    Hydraulic tail is in closed and lock position  
o    Running lights working
o    Hazard lights working
Passenger side of truck:
         Difference Between Drivers and Passengers Side
o    Exhaust
         Truck Exhaust
o    No leaks
o    No carbon trails
o    Securely mounted
         Close The Hood
Inside of truck:
· Window and Mirrors            
· Adjusted properly
· Clean
· No cracks
· No breaks
· Free of debris
· Windshield Wipers
· No frays
· No torn blades
· Good working condition                
· Seatbelt
· No Frays
· No cracks
· Latches properly
· Truck Safety Items
· Fire extinguisher
· Triangles
· Fuses
· Seat
· Secure
· No loose bolts
· No missing hardware             
· Start Truck and Check Dash
· Water temp is rising and leveled off
· No warning lights
· Volt gauge indicates proper voltage
· No ABS light warning light
· Air gauge is governed out or raising
· Fuel gauge at proper level
· DEF level  is correct          
· Heater and defrost work correctly                      
· Steering Wheel and Controls 
· No more the 10 degrees of free play or 2” per 20” of steering wheel
· Windshield washers work properly
· Windshield wipers work properly
· Air & electric horn work properly
· Shifter shifts in all gears properly
· No debris behind the pedals
· Clutch is adjusted properly
· You must identify all four of these
· Left and right signal light indicators work
· Bright indicator works properly
· 4 way flashers work properly
 
        
 
         Form A
o    Front of Vehicle
o    Engine Compartment
o    Steering
o    Front Wheel
o    Front Suspension
o    Front Brakes
         Form B
o    Driver/Fuel Area
o    Under Vehicle
o    Rear Wheel
o    Rear Suspension
o    Rear Brakes
o    Rear of Vehicle
         Form C
o    Trailer Front
o    Side of Trailer
o    Trailer Axle Wheel
o    Trailer Axle Brakes
o    Rear of Trailer
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